FLEXOTECNICA Prisma 6 Colours CI flexo presses Year: 1995 

Technical Specifications 

System: Geared  

Printing width: 1300 mm 

Web width: 1350 mm 

Printing repeat (max): 800 mm 

Printing repeat (min): 300 mm 

Plate-cylinder gear-pitch module: 5 mm 

Drying system: Gas  
Other Specifications 

6 chambered doctor blades

6 ceramic anilox

Mother reel diam. (max): 800 mm

Final roll diam.: 800 mm

Speed: 250 m/min

Tension range: 3 – 25kg

Double walled drum in chrome

6 printing sections: 750 mm apart

Bowed roller before print

Total cross reg: 15 mm

Total longitudinal reg: 30 mm

TURRET UNWIND:

Max unwind weight: 1000kg

Two unwind points

Dual rotation

Pneumatic dance roller

Hydraulic lift device

TURRET REWIND:

Max rewind weight: 1000kg

Two rewind points

Dual rotation

Pneumatic dance roller

Hydraulic lift device

Flying splice system

CHILL ROLL SECTION:

2 x double walled chrome rolls:

172.5 mm diameter

DC motor driven chills

Pneumatically operated nip roller

CAMERA:

Full colour

Motorized web scanning camera

DRYING:

Inters: 5 x inter unit drying modules.

Air feed through 2 nozzles per box

Air capacity is adjustable by butterfly valves

Blow: 5.000 cubic metres/hour

Exhaust: 6.000 cubic metres/hour

Bridge: 12 nozzle, closed tower, 350mm apart

Easily accessed by doors on underside.

Web feed chain system.

Blow: 5.000 cubic metres/hour

Exhaust: 6.000 cubic metres/hour

Air Heating: 2 x Maxon gas burners of 110.000 Kcal/hr each.

The approximate footprint is 4800mm wide by 11800mm long and 3715mm high. 

This includes operator space and control cabinets. If space is tight then more detailed dimensions can be supplied.

Spares:

6 x ink pumps and trays

This press does come fitted with a Fyfe guide.
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